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(54) LIQUID CRYSTAL DISPLAY DEVICE 

(57)Abstract: 

PURPOSE: To prevent a short-circuit accident 
between conductive films and transparent electrodes 
and to decrease crosstalks, contrast degradation or 
nonuniform display by providing transparent electrode 
iayers without via insulating fiirns un trie conductive 
fiims provided on a substrate and separating the 
conductive films by each of these transparent 
electrodes. 

CONSTITUTION: After the conductive film is provided 
over the entire surface of the substrate 21, the wiring 
conductive films 30 for backing of wiring electrodes 
26, the wiring conductive films 31 for backing the 
wiring parts of pixel electrodes 23 and the light 
shielding conductive films 25 are formed by etching. 
The transparent electrode film is then formed over 
the entire surface of the substrate and thereafter, the 
wiring electrodes 26 and the pixel electrodes 23 are 
formed by etching. Namely, the conductive films 30, 
31 are connected to the wiring electrodes 26 or the 

pixel electrodes 23 and are separated by each of the respective electrodes and, therefore, 
the generation of the short-circuit accident is obviated and the respective electrodes are 
decreased in resistance value by the conductive films in contact therewith. The wiring parts 
of the pixel electrodes 23 are provided with the wiring conductive films 31, by which the 
difference in the resistance is decreased and the nonuniformity of the display state is 
eliminated. 
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CLAIMS 


[Claim(s)] 

[Claim l] The liquid crystal display 
characterized by having the structure 
where an insulator layer is not prepared 
between the transparent electrodes 
prepared on the electric conduction film 
and the electric conduction Him on the 
substrate. 

[Claim 2] It is the liquid crystal display 

having prepared the slit corresponding to 
the pixel electrode of each [ film / electric 
conduction / this ] preparing / and / a 
pixel electrode, and dissociating through 
an insulator layer at the electric 
conduction film top which avoided and 
prepared the pixel section on the 
substrate. 

[Claim 3] The liquid crystal display 
according to claim 2 characterized by 
preparing a shading member on an 
opposite substrate corresponding to the 
aforementioned slit. 
[Claim 4] The liquid crystal display 
according to claim 1 characterized by 
preparing the wiring electrode which was 
homogeneous as the pixel electrode 1 and 
was separated with the pixel electrode 
through an insulator layer on the electric 
conduction film separately separated on 
the substrate. 


preparing the portion which does not 
have an electric conduction film in the 
lower part of a connect ion with the other 
members of a wiring electrode or a pixel 
electrode. 

[Claim 6] The liquid crystal display 
according to claim 2 characterized by 
having been almost the same as that of 
an electric conduction film surface, or 
preparing a packed bed with transparent 
height higher than it in the bottom of the 
pixel electrode of the aforementioned 
pixel section without the '*foremont' nno 'l 
electric conduction film. 
[Claim 7l The liquid crystal display 
according to claim 5 characterized by 
having been almost the same as that of 
an electric conduction film surface in the 
lower part of a connect ion with the other 
members of the aforementioned wiring 
electrode without the aforementioned 
electric conduction film, or a pixel 
electrode, or preparing a packed bed with 
transparent height higher than it in it. 
[Claim 8] The liquid crystal display 
according to claim 1 characterized by 
preparing the packed bed which has the 
almost same height as a pixel electrode* 
side or an orientation film surface 
between pixel electrodes in the inside of a 
sealing agent at least. 
[Claim 9] The liquid crystal display 
according to claim 8 characterized by 
irivinL, 7 shading nature to the packed bed 
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[Claim 10] The liquid crystal display 
according to claim 1 characterized by 
preparing the packed bed which has the 
almost same height as a pixel electrode 
side, a wiring electrode side, or an 
orientation film surface between a pixel 
electrode or a wiring electrode on the 
outside of a sealing agent at least. 
[Claim ll] The liquid crystal display 
according to claim 8 characterized by 
preparing the same layer as the packed 
bed which has the almost same height as 
a pixel electrode or an orientation film 
surface by the inside of a sealing agent 
also in the outside of a sealing agent. 
[Claim 12| The liquid crystal display 
according to claim 11 characterized by 
constituting so that the packed bed which 
has the almost same height as a pixel 
electrode side may cover a pixel electrode 
or wiring electrode top on the outside of a 
sealing agent by the inside of a sealing 
agent. 

[Claim 13] The claim G and claim 7 which 
are characterized by mixing a conductive 
material in a packed bed, a liquid crystal 
display according to claim 8 or 10. 
[Claim 14] The liquid crystal display 
according to claim 8 characterized by 
making into an ion adsorption layer the 
packed bed prepared in the almost same 
height as the aforementioned orientation 
film surface. 

[Claim 15] The liquid crystal display 
according to claim 6 characterized by 
using a filler as a light filter. 


DETAILED DESCRIPTION 


[Detailed Description of the Invention] 
[0001] 

[Industrial Application] this invention 
relates to the structure of a liquid crystal 
display. Fundamentally, a liquid crystal 
display makes the field which formed the 
pixel electrode for two substrates in 
which the transparent electrode (it 
considers as a pixel electrode below) for 
forming two or more pixels was formed 
counter, is closed with a sealing agent, 
and pours in and constitutes liquid 
crystal material in this. By the difference 
in the mode of monochrome, a color, a 
segmental die, a matrix type, an active 
type, a passive type or TN, STN, and 
others etc., although structures may 
differ separately, and this invention can 
respond to all, the following explanation 
explains STN and a passive matrix type 
monochrome liquid crystal display to it as 
a representative. 
[0002] 

[Description of the Prior Art] Based on a 
drawing, the conventional technology is 
explained below, drawing 8 (a) ■- one 
substrate 21 -- chip-on glass (it considers 
as Following COG) technology - using 
the substrate 11 of another side the 
pixel electrode 13 - wiring of a flexible 
sheet etc. - it is the cross section showing 
the structure which is the monochrome 
liquid crystal display of the conventional 
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passive matrix array which carries out a 
direct file to a member 33, and which 
uses the usual mounting method, and (b) 
is the AA' cross section in (a) In drawing 8 
(a) and (b), the 1st substrate 11 and 2nd 
substrate 21 are closed with a sealing 
agent 24, and liquid crystal 14 is poured 
in into this closure field. The interval 
between both substrates (henceforth a 
substrate interval) is regulated by the 
spacer 15. 

[0003] The pixel electrode 13 is formed in 

iU<* 1 t miIu >f t n 11 Tho cKnrl irtir rtlfw>f-vw» 

.... «^ I U . ft 

conduction film 25 is formed on the 2nd 
substrate 21, an insulator layer 28 is 
formed on the shading electric conduction 
film 25, and the pixel electrode 23 is 
formed on an insulator layer 28. Although 
the orientation film is prepared in fact on 
the pixel electrode 13 and 23, since it is 
easy illustration is omitted. Polarizing 
plates 12 and 22 are formed in the 
outside of substrates 11 and 21, 
respectively. 

[0004] The pixel electrodes 13 and 23 
intersect perpendicularly respectively 
and are arranged in the shape of parallel 
crosses, and the portion which both 
intersect serves as a pixel. The pixel 
electrode 23 is the outside of a sealing 
agent. 24. and is connected to the output 
terminal 41 of the drive integrated circuit 
40. it dissociates in the pixel electrode 23. 
and the input terminal 42 of the drive 


wiring electrode below) 2(5 homogeneous 
as the pixel electrode 23 ■- having ■- the 
wiring electrode 26 •■ wiring of a flexible 
sheet etc. ■■ it connects with a member 32 
moreover, the pixel electrode 13 of a 
substrate 11 -- direct ■- wiring •- it 
connects with a member 33 
[0005] The voltage of the difference of the 
driver voltage impressed to the pixel 
electrode 13 and the pixel electrode 23, 
respectively is impressed to the liquid 
crystal of a pixel portion, and liquid 

— < — o--- " •* - ~o — - 

the effective voltage, and participates in a 
display. Since an inconvenient state is 
presented to a display, display contrast 
may be reduced, since regular voltage is 
not impressed to the liquid crystal of 
portions other than a pixel, and this is 
prevented, the film for shading may be 
prepared in the shape of parallel crosses 
at the non-pixel section. Although this 
film may be non-conducting and 
conductive any, in consideration of the 
influence which a shading property and 
thickness have on other properties, a 
conductive film is used in many cases. 
[000fJ] D raw ing 8 shows the case where 
the shading electric conduction film 25 is 
used as a shading film, and this shading 
electric conduction film 25 is formed in 
the non- pixel section of a portion (it 
considers as a display below) by which 
the pixel is arranged like **** in the 
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display the making the substrate interval 
of the closure portion as abandonment 
near the sealing agent 24 in agreement 
with it of a display purpose. In drawing 8 , 
the shading electric conduction film 25 
was elongated under the sealing agent 24 
the making the substrate interval of a 
closure portion in agreement with the 
substrate interval of a display purpose, it 
formed interval adjustment electric 
conduction film 29, the interval 
adjustment electrode 1G for substrate 
interval adjustment was further formed 
in the closure portion of a substrate 11, 
and the interval adjustment electrode 27 
for substrate interval adjustment is 
formed in the closure portion of a 
substrate 21 . 

[0007] The above-mentioned COG 
technology is effective as the mounting 
method of display of having the minute 
pixel electrodes 13 and 23 especially. 
Moreover, if shown in the display which 
has t lit minute pixel electrodes 13 and 23 
in this appearance, it is in the inclination 
for the surface ratio (effective pixel area) 
of the pixel section in a display and the 
non-pixel section to fall, and for contrast 
to fall, and a shading film is needed in 
many cases 
[0008] 

[Problem(s) to be Solved by the 
Invention] since the drive integrated 
circuit 40 is formed on a substrate 21, as 
for one of the troubles of COG technology, 
resistance of the power supply line goes 


up ■- it is a point in an inclination namely, 
wiring -- although addition of connection 
resistance with a member 32 and the 
wiring electrode 26, wiring resistance of 
wiring electrode 26 self, connection 
resistance with the wiring electrode 26 
and the input terminal 42 of the drive 
integrated circuit 40, etc. becomes the 
cause, especially the influence by wiring 
resistance of wiring electrode 26 self is 
large The increase in resistance of the 
power supply line related to liquid crystal 
driver voltage makes the wave of the 
driver voltage impressed to liquid crystal 
produce distortion, produces gap from an 
ideal wave, and causes a cross talk and a 
contrast fall. 

[0009] Moreover, in order to gather up 
intensively the leadingabout portion to 
the integrated circuit 40 of the pixel 
electrode 23 in the very narrow range, in 
this portion, the pixel electrode 23 serves 
as narrow line breadth extremely, 
resistance increases and this also causes 
a cross talk and a contrast fall. 
Furthermore, each pixel electrode 23 also 
produces the problem said that resistance 
does not become fixed since the length of 
a leading-about portion differs, 
respectively, and a display state does not 
become uniform. And the resistance in 
the display of the pixel electrode 23 also 
becomes the cause of producing the 
phenomenon said that the luminosities of 
a display differ by right and left (or upper 
and lower sides) of a screen. Then, the 1st 
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technical problem which this invention 
tends to solve is reducing wiring 
resistance of the wiring electrode 2G, and 
is reducing resistance of the 
leading-about portion to the drive 
integrated circuit 40 of the pixel electrode 
23, or the pixel electrode 23 of a display. 
[00 10] Next, an electric short circuit will 
often take place between the shading 
electric conduction film 25 and the pixel 
electrode 23, and the shading electric 
conduction film 25 used as a shading film 
will reduce the yield sharply although 
the insulator layer 28 insulates with the 
pixel electrode 23. As the cause, the 
detailed pinhole generated, for example 
in the insulator layer 28 is mentioned. 
Now, it is very difficult to abolish this 
pinhole completely. Moreover, what is 
depended on dust as other causes is 
mentioned. 

[00 1 1 1 There is a part which the shading 
electric conduction film 25 connects with 
the pixel electrode 23 too hastily in many 
cases mainly near the sealing agent 24. 
That is, it is because the stress which 
generally joins a closure 1 portion in 
add it ion to I he area of the shading 
electric conduction film 25 of a closure 
portion becoming quite big. and the 
probability of short circuit generating 
going up is larger than the stress which 
joins a display when the substrate 
interval of a closure 1 portion is elongated 


display purpose like the above-mentioned. 
However, the short circuit in a display is 
not zero, either. Then, the 2nd technical 
problem which this invention tends to 
solve is losing the short circuit problem of 
the pixel electrode 23 and the shading 
electric conduction film 25. 
[0012] Next, if substrate intervals differ, 
even if the substrate interval regulated 
by the spacer 15 will impress the same 
driver voltage with regards to the 
threshold voltage of liquid crystal, it will 
not be in the same display etat° r Pi"w»r> 
the 3rd technical problem which this 
invention tends to solve is canceling the 
degradation of a display state which 
equalizes a substrate interval and is 
dependent on the heterogeneity of a 
substrate interval. 

[001 3| The accident which the dust which 
furthermore adhered in the exterior of a 
sealing agent 24 produces corrosion in a 
transparent electrode owing to, or ****** 
inU i* electrode ohortxircuits occurs. 
Moreover, when separating an excessive 
substrate portion within a process, a 
blemish may be given to the electrode of 
the exterior of a sealing agent 24. and an 
open circuit may be produced. Since when 
CO(i technology is used gathers up 
intensively the leading-about portion to 
t he integrated circuit 40 of the pixel 
electrode 23 in the very narrow range 1 as 
mentioned above, in this portion, the 
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accident poses a problem. Then, the 4th 
technical problem which this invention 
tends to solve is coping with an open 
circuit of the pixel electrode 23 in the 
exterior of a sealing agent 24, or the 
wiring electrode 26. That is, one is coping 
with it so that an open circuit may arise 
in a transparent electrode 23 or the 
wiring electrode 26 and it may not result 
in fatal accident, and other one is 
protecting a transparent electrode 23 or 
the wiring electrode 26. 
[0014] Furthermore, although there is a 
process which carries out rubbing of the 
aforementioned orientation film in a 
liquid crystal display, and prepares the 
orientation of liquid crystal, in the inside 
of this process, or the other process, static 
electricity occurs in the wiring electrode 
26 or the pixel electrode 23, and each 
electrode receives an injury in many 
cases at the time of electric discharge of 
this static electricity. Then, the 5th 
tochnica! problem which this invention 
tends to solve is coping with it so that 
there may be no injury on the electrode 
by electric discharge, even if static 
electricity occurs in each electrode. 
[0015] Moreover, it is known that the 
ionicity impurity contained in a liquid 
crystal layer will cause [ of display grace, 
such as a nonuniformity display and 
seizure, ] a fall. The 6th technical 
problem of this invention is enabling 
effectively application of the well-known 
technology proposed about this problem. 


[0016] 

[Means for Solving the Problem] 1st 
means by which this invention uses in 
order to solve the 4th technical problem 
from the above 1st is separating this 
electric conduction film that abolishes an 
insulator layer 28, and considers as the 
structure of preparing a 
transparent-electrode layer through an 
insulator layer on the electric conduction 
film prepared on the substrate, and 
touches each wiring electrode 26 and 
each pixel electrode 23 for every 
transparent electrode. 
[0017] It is preparing the portion in 
which it is preparing the shading 
member corresponding to [ in the 2nd 
means ] the leaver section of the shading 
electric conduction film of a substrate 21 
to a substrate 11, and the 3rd means' does 
not have an electric conduction film in 
the lower part for a connection of each 
transparent electrode and other members, 
such as a flexible sheet or a drive 
integrated circuit. 

[0018] The 4th means is preparing the 
layer of the almost same height as an 
electric conduction film surface which 
becomes a portion without an electric 
conduction film by transparent and 
insulating material, the 5th means 
moreover, between pixel electrodes It is 
preparing the layer of the almost same 
height as the pixel electrode side which 
consists of an insulating material, or an 
orientation film surface, and the 6th 
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moans is giving shading nature to the 
layer which consists of the 
aforementioned insulating material 
prepared in pixel inter-electrode further. 
[0019] 7th means by which this invention 
uses is constituting so that the layer 
which has the almost same height as a 
pixel electrode side may cover a pixel 
electrode or wiring electrode top on the 
outside of a sealing agent by the inside of 
a sealing agent which consists of the 
aforementioned insulating material in 


r, ( ,f fU. r,f U 


[0020] The means of the octavus which 
this invention uses is mixing a conductive 
material in the layer which becomes by 
insulating material in the above 4th and 
implementation of the 6th means. 
[002 1] 0th means by which this invention 
uses is making into an ion adsorption 
layer the layer which becomes by 
insulating material in operation of the 
5th means of the above. 
[0022 I 

[Function] According to 1st means by 
which this invention uses, since the 
electric conduction film is in contact with 
the wiring electrode 20 or the pixel 
electrode 2:] from the beginning and it 
has dissociated for every electrode, 
another short circuit accident does not 
occur and resistance reduces each 
transparent electrode sharply with the 
electric conduction film which contacts. 


with the electric conduction film in the 
exterior of a sealing agent 2-1. even if it 
disconnects, they do not result carefully. 
According to the 2nd means, since the 
light which leaks from the leaver section 
of the shading electric conduction film of 
a substrate 21 is shaded by the shading 
member of a substrate 11, contrast does 
not fall. 

[0023] Since the state for a connection of 
each transparent electrode can be easily 
inspected visually through a portion 
without an electric conduct i nn n 1 m fmm 
the rear face of a substrate 21 according 
to the 3rd means, reliable display can be 
offered. 

[0024] Since the front face of a pixel 
electrode serves as almost uniform height 
according to the 4th means and rubbing 
can be performed uniformly, orientation 
nonuniformity does not arise, and a 
substrate interval can also be equalized. 
[00251 Since the whole front face of a 
substrate 21 can be mostly made into 
homogeneity according to the 5th means, 
a substrate interval is equalized further. 
[00201 Since it is shaded by the layer of 
an insulating material which has shading 
nature, it becomes unnecessary moreover, 
for the light which leaks from the leaver 
section of the shading electric conduction 
film between the pixel electrodes 23 
according to the (ith means to prepare a 
shading member in the opposite 
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exterior of a sealing agent 24, since the 
wiring electrode 26 and the pixel 
electrode 2.3 are covered by the layer by 
insulating material, doing an injury of 
them to an electrode at the time of 
substrate separation is lost, and they can 
also reduce the corrosion accident by dust 
etc. sharply. 

[0028] According to the means of the 
octavus, since it short-circuits each 
adjoining inter-electrode one by the layer 
in which insulation was reduced, and it is 
revealed gradually and does not 
discharge momentarily by inter-electrode 
even if static electricity occurs in each 
electrode, an electrode does not receive an 
injury. 

[0029] In order that according to the 9th 
means adsorption fixation may be carried 
out at an ion adsorption layer and the 
tonicity impurity contained in a liquid 
crystal layer may inactivate, the fall of a 
poor display, such as nonumformity, and 
contrast is lost, and orientation 
nonuniformity is not produced. 
[0030] 

[Example] Hereafter, although a drawing 

explains the example of this invention, a 
drawing does not show only structure and 
does not show a size etc. Moreover, a sign 
uses the same sign about the same thing 
as drawing 8 . Furthermore in this 
invention, a transparent electrode means 
that from which an electric conduction 
film differs. 

[0031] Drawing 1 (a) is the plan of a 


substrate 21 showing one example of this 
invention, and drawing 1 (b) is the AA' 
cross section of dra Avyig.l (a). In dr awing 
1 , the 1st means and 3rd means of this 
invention are carried out simultaneously. 
[0032] In drawing 1 , after an electric 
conduction film is prepared all over a 
substrate 21, the wiring electric 
conduction film 30 for backing of the 
wiring electrode 26, the wiring electric 
conduction film 31 for backing of the 
wiring portion of the pixel electrode 23, 
and the shading electric conduction fdm 
25 are formed of etching etc. Next, after a 
transparent-electrode film is prepared all 
over a substrate, the wiring electrode 26 
and the pixel electrode 23 are formed of 
etching etc. 

[0033] Although it is desirable to make it 
thicker than each transparent electrode 
in order to lower the resistance of each 
transparent electrode, the configuration 
of the wiring electrode 26, the pixel 
electrode 23. and the corresponding 
wiring electric conduction films 30 and 31 
for the backing is good by each 
transparent electrode as for a method of a 
wrap so that it may not expose outside 
when the short circuit by the bad 
influence by oxidization etc. or dust can 
be considered. Dr awing 1 shows the case 
where the configuration of the electric 
conduction film for backing is made 
mostly in agreement with each 
transparent electrode. 
[0034] Drawing 2 (a) is the plan of the 
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substrate 21 to which the portion of the 

sign C in drawing 1 was expanded, and 

drawjng_2 (b> and drawmg_2 (e) are the 

AA'cross section and BB' cross sections in 

drawing 2 (a,), respectively The shading 

electric conduction film 25 with which the 

aperture ended corresponding to the pixel 

section 50 of each pixel electrode 23 is 

separated by the slit 51 corresponding to 

each pixel electrode 23. In order for a slit 

51 to prevent making it as narrow as 

possible in order to lessen a light 
♦ «.i *u>, 

conduction film 25 connecting the 
position with the next pixel electrode 23 
too hast ily, its middle of the pixel 
electrode 23 of two ****** i s desirable. 
[0035] Although it indicated that the 
widt h of face of the wiring electric 
conduction film 31 backed to the pixel 
electrode 23 in drawing 2 (a) or drawing 1 
(a) was smaller than the width of face of 
the shading electric conduction film 25 
For example, when a wiring portion is 
covered by mould material etc. in the 
exterior of a sealing agent 24 and the 
short circuit by the dust of the bad 
influence by oxidization of the wiring 
elect ric conduction film 31 etc. or ****** 
wiring electric conduction film 31 
comrades etc. does not pose a problem, it 
is good also as the same as that of the 
width of fact 1 of t fie shading (dec trie 
conduction film 25 in the width of face of 


Although the leading-about portion to the 
integrated circuit 40 of the pixel electrode 
23 was shown simple in dra_w_mgj[ , the 
pixel electrode 23 must be intensively 
gathered up in the actual very narrow 
range, therefore in this portion, the pixel 
electrode 23 serves as narrow line 
breadth extremely, and resistance 
increases. And the length of the 
leading-about port ion of each pixel 
electrode 23 also produces the problem 
said that resistance does not become fixed 
since it differs and a display state docs 
not become uniform, respectively. Since 
the difference of resistance becomes small 
by forming the wiring electric conduction 
film 31 in the wiring portion of the pixel 
electrode 23 according to this invention, 
the uneven trouble of a display state is 
also solved. 

[00371 Moreover, since it is backed with 
the shading electric conduction film 25 
except for the pixel portion also in the 
■display, resistance falls, and the pixel 
electrode 23 does not produce the 
problem said that the luminosities of a 
display differ in some parts of the display- 
screen, either. Since the shading electric 
conduction film 25 is in contact with the 
pixel electrode 23 which is separated 
corresponding to each pixel electrode 23 
with a natural thing, and corresponds 
from the beginning, another short circuit 
accident does not generate it. Next, since 
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30, the resistance is reduced and said 
trouble is canceled. 
[0038] the wiring electric conduction 
films 30 and 31 here for backing - opaque 
-- and the wiring electrode 26 and wiring 

a connection with a member 32 -■ If 
prepared all over the inferior surface of 
tongue of the connection of the wiring 
electrode 26 and the input terminal 42 of 
the drive integrated circuit 40, and the 
connection of the pixel electrode 23 and 
the output terminal 41 of the drive 
integrated circuit 40 The connection state 
of the wiring electrode 26 at the time of 
attaching the drive integrated circuit 40 
in a substrate 21 with COG technology, 
the pixel electrode 23, and each terminals 
41 and 42 of the drive integrated circuit 
40. or wiring -- the wiring electrode 26 at 
the time of connecting a member 32, and 
wiring ■■ it becomes impossible to inspect 
visually a connection state with a 
member 32 from the rear face of a 
substrate 21 

[0039] Then, if the portion 33 without the 
wiring electric conduction film 30 for 
backing is formed near a connection with 
the other members of the wiring electrode 
26 as shown in the example of drawing 1 
for example, the rear face of a substrate 
21 to viewing of these connection states 
will be attained, and reservation of 
connection reliability will become easy. 
Although not shown in drawing 1 , it is 
good also considering near the connection 
of the pixel elect rode 23 and other 


members as same structure. 
[0040) By the way the insulator layer 28 
existed between the shading electric 
conduction film 25 and the pixel electrode 
23 conventionally and this insulator 
layer 28 absorbed the level difference of 
the shading electric conduction film 25 
besides the function which prevents both 
short circuit etc., and was equipped also 
with the function for making the front 
face of an insulator layer 28 fiat. However, 
in the example shown in drawing 1 of this 
invention, and drawing 2 , since the 
insulator layer 28 shown in the 
conventional example does not exist and 
what achieves the function of flattening 
does not exist, the level difference by the 
configuration of the shading electric 
conduction film 25 or the wiring electric 
conduction films 30 and 31 will remain as 
it is. 

[0041] It is necessary to fully examine the 
influence by this level difference. The 
item which should be examined about a 
level difference is roughly divided, and 
those with two point and its one are 
related with the fixed nature of a 
substrate interval. That is, although a 
spacer 15 undertakes the function for 
going across a substrate interval all over 
display and making it regularity when a 
spacer 15 is sprinkled simply the position 
of a spacer is the problem of probability 
and will exist in various positions. 
Therefore, it is necessary to make it a 
level difference decrease as much as 
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possible in the range in which the spacers 
15 including the lower part of a sealing 
agent 2-1 may exist. 
[0042] The case where the shading 
electric conduction film 25 separated to 
the narrow slit 51 in drawing 1 and 
dra wi ng 2 was elongated to the lower 
part of a sealing agent 24 was shown. Of 
course, although you may make it the 
wiring electric conduction film 31 which 
adjoins at, intervals of latus correspond, 
the lower part of a sealing agent 24 For 

PYiimnlp nn ly i n tho nnrt nf the thirknp^w 

of an electric conduct ion film, the height 
of a spacer differs by the case where it is 
in the position of the case where a spacer 
15 is in the position of D in drawing 2 (a), 
and E. It is desirable to make the 
substrate structure of the lower part of a 
sealing agent 24 similar [ with the 
substrate structure for a display 1 to his 
wanting the substrate interval of a 
closure portion to be in agreement with 
the substrate interval of a display as 
much as possible in consideration of the 
above men t.ioned point. 
[0043] Above I) and E ■■ although the 
position showed between the adjoining 
transparent electrodes 2'.]. it is natural -* 
the width of fact 1 of a transparent 
electrode 23 of far large one is more 
common than the interval between the 
adjoining transparent electrodes 23. 
therefore an idea that the position of a 


realized Since this can be relatively said 
also about a relation with the 
transparent electrode 13 on the opposite 
substrate 11, most spacers 15 in a display 
can also do a view that it is on a pixel 
after all. On the other hand, since there is 
no pixel section in the lower part of a 
sealing agent 24, as a dashed line shows 
to drawing 2 (b). in the closure section 
and the pixel section, a difference will 
appear in a spacer at height. 
[0044] Drawing 3 shows the 2nd example 

nf tho Jihove-mentionpfl thought mMrhino 

**** this invention, (a) is the cross section 
of display and (b) is the AA' cross section. 
In the example of drawing 3 , the interval 
adjustment electrodes 1G and 27 for the * 
substrate interval adjustment on the 
conventional substrate 11 are abolished. 
Therefore, in drawing 3 (a), the substrate 
interval in the closure section is 
regulated by the path of the spacer 15 
inserted into the front face of a substrate 
11, and the front face of the pixel 
electrode 23 backed with the wiring 
electric conduction film 31 on a substrate 
21. and is regulated by the path of the 
spacer 15 inserted into the front face of 
the transparent electrode 13 of the pixel 
section on the opposite substrate 11. and 
t he front face of the transparent electrode 
23 in the pixel section 50 on a substrate 
21 in a display 

[0045] Moreover, in dra_wnn£_3 (b), the 
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inserted into the front face of the pixel 
electrode 13 on a substrate 11, and the 
front face of the electric conduction film 
29 for interval adjustment on a substrate 
21, and is regulated by the path of the 
spacer 15 inserted into the front face of 
the transparent electrode 13 of the pixel 
section on a substrate 11, and the front 
face of the transparent electrode 23 in the 
pixel section 50 on a substrate 21 in a 
display 

[0046] Then, if thickness of the 
transparent electrodes 13 and 23 on the 
thickness of an electric conduction film, a 
substrate 11, or a substrate 21 is made 
almost equal, it can go across a substrate 
interval all over the closure section and a 
display, and it can be kept uniform. 
[0047] moreover, it is shown in drawin g 3 
(b) • as -- the opposite substrate 11 top - 
the slit 51 on a substrate 21 - countering 
*- shading the light which will leak a 
slit 51 if the member 17 is formed -■ 
shading - it is interrupted by the 
member 17 and the fall of contrast can be 
prevented this shading •- structure of the 
opposite substrate 11 where the member 
17 was formed may be based on the 
conventional method, and may be based 
on this invention The thing, then light 
filter using structure can also be 
conventionally prepared on the opposite 
substrate 11 easily. 

[0048] However, the probability that a 
spacer 15 is located in a place higher than 
the pixel section 50 on the pixel electrode 


23 as the dashed line showed to drawing 

2 (c), though the position of a spacer 15 

was mostly distributed in the pixel 

section probable is not zero, either. If 

such a situation occurs, since the 

substrate interval of the neighborhood 

will become larger than other portions. 

display nonuniformity will occur. 

[0049] Moreover, depending on the case, 

it is possible that a bad influence comes 

out of the portion 33 which does not have 

the wiring electric conduction film 30 in a 

connection with the other members of the 

wiring electrode 26 when the 3rd means 

of this invention is carried out, as shown 

in drawing 1 (b) to connection since it 

becomes a crevice to the circumference of 
**** 

[0050] Other one of the items which 
should furthermore be examined about a 
level difference is related with rubbing 
conditions. Although the orientation film 
is not illustrated since it is easy for the 
drawing of this application, an 
orientation film is prepared after 
formation of the pixel electrode 23 in fact, 
rubbing of this orientation film top is 
carried out, and the orientation of a 
liquid crystal layer is readjusted. 
Although this rubbing is performed by 
usually rotating roll like cloth material 
and grinding an orientation film, if a level 
difference is on an orientation film, cloth 
material will not fully touch the crevice 
near [ this ] the level difference section, 
but a rubbing state will differ from 
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hei^htri. Therefore, since the pixel section 
50 serves as a concave in the case of 
drawing 2 (c), when the level difference of 
a crevice is large, normal rubbing is not 
performed, but orientation nonuniformity 
arises, and a part for the periphery of the 
pixel section 50 may degrade a display. 
[005 1] It is process drawing showing the 
3rd example of this invention for (e) 
solving the above-mentioned trouble from 
dr_awj_ng„4 (a), and is a cross section 
corresponding to drawing 2 (c). In 

dr^win^ A (;i ) the sbmdin^ plertrir 

conduction film 25 is first formed in a 
substrate 21. Next, in (b), the 
transparent insulating resist 53 is 
applied all over a substrate 21. In (c), a 
resist 53 is exposed and developed by 
using the shading electric conduction film 
25 as a mask from the rear face of a 
substrate 21, if suitable etching including 
over-etching is performed, the portion in 
which the shading electric conduction 
film 25 does not exisM^ fill upc-d v, nh the 
layer of a resist 53. and a plane structure 
with small shading electric conduction 
film 25 and level difference can be 
obtained. In (d). a transparent-electrode 
layer is prepared all over a substrate 1 , and 
the configuration of the pixel electrode 23 
is prepared m (e). 

[0052] The height in the pixel section of 
the pixel electrode 23 can be made almost 
the same as that of the non-pixel section 


resist 53 so that clearly from drawing 4 . 
therefore, even if there is a spacer 15 
located in addition to the pixel section, a 
substrate interval is boiled and does not 
have a bad influence, and since rubbing 
of the front face of the pixel electrode 23 
on the pixel section is carried out 
uniformly, it does not produce orientation 
nonuniformity, either 
[0053] In the example of drawing 4 , not 
only the pixel section but the crevice 
produced into the portion 33 which does 

nnt nrpp:irp- thr> wirini* electric conduction 

film 30 or 31 in order to make a visual 
inspection easy in a connection with the 
other members of the wiring electrode 2G 
or the pixel electrode 23, since height is 
altogether equalized similarly in the 
layer of a resist 53 by the portion without 
an electric conduction film is lost, and the 
stability of connection increases more. 
[0054] If it is colored a resist 53 in 
dra win g 4 , a c t i n g a s a 1 i g h t f i 1 1 e r c a n n o t 
be overemphasized. 
[0055] By the way the example of 
drawing 4 has an area of the pixel section 
in a display fully larger than the 
non-pixel section, and if it does not move 
after the spacer 15 moreover sprinkled 
>prmkling, a sat isfactory good display 
state can be acquired especially. However, 
a pixel becomes minute, and when it 
approaches in the equal direction or there 
is possibility that the surface ratio of the 
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generating of the field from which a 
spacer 15 is inclined and distributed over 
the non-pixel section cannot be 
disregarded. In such a case, the substrate 
interval near [ the ] a field becomes small 
as compared with other portions, and a 
display state will differ from others 
partially. 

[0056] Drawing 5 is d rawing showing the 
4th example of this invention, and (c) 
shows the cross section corresponding to 
drawing 2 (c) or drawing 4 in order of a 
process from (a). Drawing 5 (a) shows the 
state of drawing 4 (e). The insulating 
resist 54 which makes acrylic resin etc. 
the main material all over a substrate 21 
m (b) is applied. In (c), a mask is used 
from the substrate upper surface, a resist 
54 is exposed and developed, if suitable 
etching including over -etching is 
performed, between the pixel electrodes 
23 will be fill upecl with a resist 54, and 
the almost same field as the pixel 
electrode 23 will be acquired. Drawing 5 
(d) is the AA' cross section of drawing 5 
(c), and the wiring electrode 26 and the 
pixel electrode 23 show that it crosses to 
the whole surface and has uniform height. 
[0057] Since height becomes almost the 
same also on the non-pixel section also on 
the pixel section, the structure, then the 
spacer 15 which are shown in drawing 5 
go across a substrate interval all over a 
display, can be done uniformly and can 
prevent the display nonuniformity based 
on the ununiformity of a substrate 


interval. Moreover, since it is covered by 
the resist 54, even if an electric 
conduction film top narrows the interval 
between electric conduction films in the 
exterior of a sealing agent 24, it does not 
have the danger of the short circuit 
between the electric conduction films by 
dust etc., so that clearly from drawing 5 . 
Therefore, since the width of face of the 
wiring electric conduction films 30 and 31 
can be expanded in the exterior of a 
sealing agent 24, resistance of each 
electrode can be lowered further. 
[0058] Moreover, if it carries out mixing a 
pigment with a resist 54 in the example 
shown in drawing 5 etc, and shading 
nature is given, since the light which 
leaks a slit 51 is shaded by the resist 54, 
contrast will not fall, in this case, shading 
on the opposite substrate 11 shown in 
drawing 3 (b) " a member 17 becomes 
possible [ omitting ] 

[0059] Drawing 6 is drawing showing the 
5th example of tbio invention; and is a 
cross section corresponding to (d) from 
drawing 5 (a). Drawing 6 (a) shows the 
state of drawing 4 (e) at the time of 
forming a resist 53 in drawing 4 (b) more 
thickly than the thickness of an electric 
conduction film. The insulating resist 54 
which makes acrylic resin etc. the main 
material all over a substrate 21 in 
drawing 6 (b) is applied. In drawing 6 (c), 
a mask is used from the substrate upper 
surface, a resist 54 is exposed and 
developed, if suitable etching including 
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over-etching is? performed, between the 
pixel electrodes 23 will be fill uped with a 
resist 54. and the almost same field as 
the pixel electrode 23 will be acquired. 
[0060] In this case, it sets, and if a resist 
54 is etched only about the pixel section 
and the connection of an electrode, 
structure like drawing 0 (d) will be 
acquired. That is, if t he wiring electrode 
26 or the pixel electrode 2:3 removes a 
connection with other members in the 
exterior of a sealing agent 24, it is 

covered hv the resist F»4 Thprofnrp Hnintr 

^ - — - ' o 

an injury to an electrode at the time of 
substrate separation is lost, and the 
corrosion accident by dust etc. can also be 
reduced sharply. 

[0061] Next, if proper quantity mixing is 
carried out and a conductive material is 
put on resists 53 or 54 in the example 
shown in drawing 6 from drawing 4 , such 
insulation resistance can be reduced. If it 
does in this way, since the adjoining 
wiring eh\:tn..<de 2G or tin- pixel electrode 
2;] will be short-circuited with 
comparatively high resistance, static 
electricity generated in the electrode in 
each process is neutralized by 
comparatively high resistance by each 
interelectrode one and it tloes not 
discharge temporarily, each electrode will 
not receive damage. 
[00G2] My the way. especially an 
orientation film was not explained in the 


film on the pixel electrode 23. the process 
which prepares an orientation film in the 
example show r n in a view 5 or the 6th 
view in this invention can consider three 
cases. 

[0063] Drawing 7 is the cross section 
showing the example which ad tied the 
process which prepares an orientation 
film in the example shown in drawing 6 . 
Drawing 7 (a) shows the case where the 
orientation film 55 is formed after the 
process of drawing G (c). In this case, 
vx/h'.it norotcirv 's just to prepare the 
height of the field of a resist 54 almost 
identically to the pixel electrode 23 as 
explanation of drawing 6 . 
[0064] Drawing 7 (b) shows the case 
where formed the orientation film 55 in 
the state of drinvmg_6 (a), and a resist 54 
is formed after that. In this case, it is 
good to prepare t he height of the field of a 
resist 54 almost identically to the 
orientation film 55 unlike explanation of 
drawing G . 

[0065] After it ********** H t h e 
orientation film 55 after drawing 7 (c) 
forms the orientation film 55 after the 
process of drawing G (a), or it forms the 
orientation film 55 after the process of 
drawing 4 (d) and it tnr 
orientation film 55 and the pixel 
electrode 23, it shows the case where a 
resist 54 is formed. It is good to prepare 
the height of the field of a resist 54 
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drawing 6 . 

[0066] When it considers as drawing 7 (b) 
or the st ructure of (c). the field of a resist 
54 will touch a liquid crystal layer and 
directly. In this case, technology of a 
publication can be effectively carried out 
to JP,4-32021 1 ( A (it considers as a 
quotation below). That is, in order that 
adsorption fixation may be carried out at 
an ion adsorption layer and an ion 
adsorption layer, then the ionicity 
impurity contained in a liquid crystal 
layer as it is in explanation of a quotation 
may inactivate a resist 54, the fall of a 
poor display such as nonuniformity, and 
contrast is lost, and also the so-called 
seizure phenomenon that to 
active-matrix type display seen can be 
reduced. [ many ] 

[0067J In the aforementioned quotation, 
although there is a possibility of the ion 
adsorption film being formed in the state 
where it projected on the orientation film 
as shown in the drawing 1 , rubbing not 
being normally performed as mentioned 
above around this projection at the time 
of rubbing, but orientation nonuniformity 
arising, and reducing display quality, 
much, here According to this invention, 
an ion adsorption layer becomes possible 
[ utilizing the Technical thought of a 
quotation for the maximum ], without 
causing deterioration of such display 
grace, since it is almost the same as that 
of an orientation film surface. 
[0068] In drawing 7 (b) and the difference 


in (c>. in the case of drawing 7 (b). since a 
resist 54 does not contact directly, the 
pixel electrode 23 cannot use the means 
of the aforementioned octavus for a resist 
54. On the other hand, since a resist 54 
contacts directly in the pixel electrode 23 
in drawing 7 (c). the means of the 
aforementioned octavus can be used for a 
resist 54. 

[0069] Of course, drawing 7 is applicable 
similarly in the example of drawing 5 , 
although explained focusing on the 
example of drawing 6 . 
[0070] Although explanation of the 
example of this invention is finished 
above, if supplemented, since the shading 
electric conduction film 25 thinks not 
only shading nature but conductivity as 
important in the invention in this 
application, the conductive good thing 
should be comparatively used as the 
quality of the material and. naturally 
consideration of considering as 
multilayer structure in consideration of 
adhesion and stability in this case is 
included in the invention in this 
application. 

[0071] Since the layer made into the 
resist 53 and the resist 54 did not follow a 
general thing process, was not explained 
and the function itself is not necessarily 
expressed, as long as it is in the layer 
which can be prepared alternatively 
especially a resist may not limit and 
organic material or non-equipments is 
sufficient as the quality of the material of 
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a layer. Then, the portion made into the 
resist 53 and the resist 54 during the 
above-mentioned explanation from the 
reason for the above is defined as a 
packed bed 53 and a packed bed 54. 
Moreover, since those will become the 
thing which makes current drop off 
although they are high resistance very 
much if the 8th means of this invention is 
carried out, although these resists 53 and 
the resist 54 were made into insulation in 
explanation, the limitation with 

10072] Moreover, although this invention 
explained the electric conduction film of a 
display as a shading electric conduction 
film 25, even if it is the case of the electric 
conduction film used for other purposes, 
such as heating wire, it is applicable, 
being effective even if structural 
differences antl liquid crystal modes, such 
as a color panel, differ from each other, of 
course -- obvious -■ it is . In the case of the 
svj-i. ; dled active' Mia i.rix panel, at ilu* time, 
a pixel electrode is read with a matrix 
electrode and should just be changed. 
10073] Moreover, although it went 
focusing on the case when 1 it carries out 
with O )t i technology the 
above-mentioned explanation is effective 
even when not using COG technology, for 
example, the pixel electrode 23 ■- direct 
wiring the wiring from the portion 
which constitutes a pixel even if it is the 


a member 32 has a desirable thing small 
as much as possible, by carrying out the' 
1st means of t his invent ion into this 
drawer portion, can lower resistance and, 
moreover, can decrease short circuit 
accident 

[0074] Although the above-mentioned 
example furthermore went focusing on 
the substrate 21, all or a part of this 
inventions can be carried out also like the 
substrate 11 which counters, for example, 
the substrate 11 -■ shading -- even if it is 
the case where a member 1^ nnt 
formed, the 5th means of this invention is 
applicable to a substrate 11 Moreover, an 
electric conduction film like the shading 
electric conduction film 25 with the 
purposes, such as shading, does not exist, 
but the 1st means, the 3rd, the 4th, the 
5th, and the 6th means can be effectively 
carried out, for example, when only the 
wiring electric conduction films 30 and 31 
are formed. 
[0075] 

[Kffect of the Invention] the above 
explanation -- the Ming kana according 
to the 1st means of this invention, the 
short circuit accident, of an electric 
conduction film and a transparent 
electrode occurs like -- or since resistance 
reduces each transparent electrode 
sharply with the electric conduction film 
which contacts, it can mitigate problems, 
such as a cross talk, and a contrast fall or 
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wiring ****** 3(j and 31 backed even if 
the wiring electrode 26 and the pixel 
electrode 23 might receive the injury and 
might result in the open circuit in the 
exterior of a sealing agent 24, it does not 
result, carefully. 

[0076] the light which leaks from the 
leaver section of the electric conduction 
film of a substrate 21 according to the 
2nd means •- shading of a substrate 11 ■- 
since it is shaded by the member 17, 
contrast does not fall 
[0077] Since the state for a connection of 
each transparent electrode can be easily 
inspected visually through a portion 
without an electric conduction film from 
the rear face of a substrate 21 according 
to the 3rd means, reliable display can be 
offered. 

[0078] Since the front face of a pixel 
electrode serves as almost uniform height 
according to the 4th means and rubbing 
can be performed uniformly, orientation 
nonuniformity does not arise, and since a 
substrate interval can also be equalized, 
display nonuniformity can be reduced. 
[0079] Since the whole front face of a 
substrate 21 can be mostly made into 
homogeneity according to the 5th means, 
a substrate interval is equalized further. 
[0080] Since it is shaded by the layer of 
an insulating material which has shading 
nature, it becomes unnecessary moreover, 
for the light which leaks from the leaver 
section by the slit 51 of the shading 
electric conduction film 25 between pixel 


electrodes according to the 6th means to 
prepare a shading member in an opposite 
substrate. 

[0081] Furthermore, according to the 7th 
means, if the wiring electrode 26 or the 
pixel electrode 23 removes a connection 
with other members in the exterior of a 
sealing agent 24, since it is covered by the 
resist 54, doing an injury of it to an 
electrode at the time of substrate 
separation is lost, and it can also reduce 
the corrosion accident by dust etc. sharply. 
[0082] According to the means of the 
octavus, each electrode does not receive 
an injury by temporary electric discharge 
of static electricity. 

[0083] The so-called seizure phenomenon 
that to active -matrix type display seen 
can also be reduced, and, moreover, 
orientation nonuniformity is not 
produced except that the fall of a poor 
display, such as nonuniformity. and 
contrast is lost, in order that according to 
the 9th in e« an adsorption fixation may be 
carried out at an ion adsorption layer and 
the ionicity impurity contained in a liquid 
crystal layer may inactivate. [ many ] 
[0084] Thus, the place which contributes 
to this invention canceling the trouble 
which the Trior art had, and offering 
display quality and a reliable liquid 
crystal display is large. 


DESCRIPTION OF DRAWINGS 


[Brief Description of the Drawings] 
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[Drawing 1 1 In drawing showing the 1st 

example which shows the 1st of this 

invention, and operation of the 3rd means, 

(a) is the plan of a substrate 21 and (b) is 

the AA' cross section. 

[ Drawing 2j In the elements on larger 

scale of the 1st example of this invention 

shown in drawing 1 , (a) is the plan of a 

substrate 21, (b) is the AA' cross section, 

and (c) is BB' cross section. 

[D raw ing 3] In drawing showing the 2nd 

example of this invention, (a) is the plan 
>>i n.\ a a • 

v.n *i ouuoium. ~ i (uiu viv/ i.i iv- i w 1 v.iwoo 

section. 

[Dr awi n g 4 ] (e.) is the cross section 
showing the manufacture process of a 
substrate 21 from (a) in drawing showing 
the 3rd example of this invention. 

iiiCfiwing 5l (c) is the cross section 

showing the manufacture process of a 
substrate 21 from (a) in drawing showing 
the 4th example of this invention, and (d) 
is the AA' cross section in (c). 

[ Draww lb G] (c) is the cross section 

showing the manufacture process of a 
substrate 21 from (a) in drawing showing 
the 5th example of this invention, and (d) 
is the A A' cross section in (c). 
[Drawing 7] (c) is the cross section of a 
substrate 1 21 from (a) in drawing showing 
the Gth example of this invention. 
[Drawing 8] It has the conventional 
electric conduction film, and is the cross 
section of the liquid crystal display using 
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K 4 0 t-o a t? $ -f 4 l> y. o mmm m <r> ^ *r * ; a ^ 

Ef t 4 6 I <7> v t>fidJftnite 2 6 n #^fic^t£*>ii : £ 
o^AFfi: A * l ^ E !^^m/ti:^Pri- i,n2:W^ 

[0009] ^/c^ r ^^:^2 :^*9[n]#S4 o-^<3i* 
Oil i^'A^at?^ ^JHiir^fti-^-tt^ ^ a*a 

/.^ A L . in i> tax h-?^3-h7^ h (£ V </>J£ 40 

IB ^^J- - i 1 4 0 *c t * t -s PHKS o -tr 6, -r L ~C 

T) "C A- r^.nfj 5 ,i //;^/,- r, r -S- f^^^/_^ 1; .5^ r, f? 

; o 50 


ffl¥6 - 2 2 2 3 7 2 
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[0010] &.\zm^mt Lr^i^^i^^i-s 

IKU\ *fcffe^s:i: LTC^'; ti j; 6 i •/:> ^ (f r 3 

[001 i ] KMi&fii 2 3 h £ -ttm^m 2 5 
mmt. iEt txm±H2 a n&mx*G*$A>&\* n -t 
tit?h mi lit ^ ■ ft n ■ ; 3? ! 1 h >/ ^ ^ m * r< * % n^nt 

*t 5 tD ft X* ^ T' SFR IX * ^ 'cr f : t ^ ^ l Ai 
if-.^//'.0^;-itap'S^2 5 -mmitfr^ A^ ^ ^i'.'J: 

^^ir^A^r^;/Mi^/,v^rF^i;;jn^oC *,;A# 

^-Cfcfc^-'^L i m !:A.5^2cOa?:S0itLi:^^Mi2 

3 t&±n'&v$-2 5 t^mr£\m^n< x%xho, 

[0 0 l 2] /At A i 5iA;:.r^ij^i6 

chA^At\, 1 X k L A ■*) Ir + D^a^fl 
[00 13] £ 0i:*tJtfJ2 4^4*|S|:^iAitfflL 

^ =r ? ^^j>?;:?reiS^^tt!;:S5ft 5:^ c a n . ^a **) ^1 
5^4 SteSB frtjj f) fii-t-p^jiH it f f 2 4 '-'.-x^^^^ic 

«$roi-tri-£i'. im^^c^^'tth^,, coon 

4 0 - ^co^ 1 ? l»i l Sf|5 rrriHi.* r H t ^$sa; : M ^ft i 1 If ^ 

*yj5^^'. I'/ 1 ^.^Af^^Jli^i^2 3,'t^rtTifffll^ 
fe'A^A -n^^^^A^Mfi^Lt* Ae, AIA-A% 

^-a^;>l ^ ■? t -fom4<7>mmtt^ tt±fr 2 4t/.-^^ 

Z> v >i iftd^ 2 13 : iKfrft 3 ■ i r a ifc^ft 1 : 5= f> 
Al 'f^iitt^^o^-OAA {fflc — jliJS^jieiiS^ 3fc 
5ts'i^d^^;^2 6 ^i^^i--? t *A^A ; 
[0 0 14] ^ t rHE^^;r^^Alt^fc!fidrS] 

It7f; v xr, ; M } ^fid^^^A6:n?A/^re^*. - 
<r> Jjm h 7 j i Ml -r iiU ^ Xfi i : ^ t ■ t , fc« Sffi 2 
6 Jo 51 MtliJ^^ 2 3 ;cft3t:T\ L . I -^^m n 

^^)/i^,A L i - > A-;.-Ti 5 ^.'^^f^ 
[oo l 5] *fcM8;;^n5-^r: ^A^(^, 


[0010] 

£#fc--t- 7 jX^;; MfeW^ffii^-TS ! co^f-SCi, «fe**W 
2 8 $r*&ikl . &m±^if *z^m^±'^!^m^ ^-i- 

[0 0 17] ^2^mf'X£f£ 1 1 (X j£t&2 1 i'>£;-fc 

1 > X l^JlSir. / £ 1 ^ # £• ^ { t 5 'I* X *■ -5 u 

^X ' "-'/uX*. l.r. -*^T }\- r 1 ' X V X I), ^rjTrJIjij L !l»rr>"^ X 

fa $ to m X & . f o X n , % 5 T-R It i£ 3r 7g & ■/ ■ RS] 

fx feWtl^ffnj: m ^^iGteJd^rc^fcr^ifi] 

-tO-t'S^tO^^fikNt VpX^X £X^0 Z- r 

>£*ttxnxxx^x*. 

[0 0 1 y] ^^^j^njlVj-H 7C':-^|^(-, $5 

z:)^Mi!i^i^Xi]iild^Utt^fN^X ^/£5, ffjh*}W] 

m x ; j ; m% ?m. s > r. n - - x ^ 3 &• * r -4- 5 t ; » it h r> 
fii'i ;:Ki>x^i^ta:^^^ji^?4il4^h^so f-irw 

ill X o -fc x* fa o «, 
[0020] t;?fe?^:f|]^s?(!«^fg^ SfJOU . 

i ^ ititt * • n k -ill 3 £ - ? & s 0 
[o(ii!i] uKm-Y>%}y> 7 j>v>\>j-.-T^.t. 

l--&</yy : %i\z. KX . ^XrX>mrX.j; fj ^ 5fei-<--< r 

> a iiM/tt yr^. x 

[ 0 0 1' 2 ] 

[iX E fj] X^XX^K • 6^1 toT : ^;i^u:-: #?£^.X 
^ xx- finite 2 0 x $1 >; sr^i 2 3 x<x 

n. '-^^^fJ^I-j^LXl^^'Xv^^^-,. ftrXX 
^1^U<Xi;XX%XXi 1 1. . ^^tM'iX^X" { 
'SXti^X 1. - -:"^}XtJtXXfexaXvXtX> t.Xfc^.TEty 

2 6.. ifc'#7Jitii2 3(iJ--fihH:: 4 ' ^Xf'X^x w- ^7^: 
i:^J PUrXonXi^XX., ttr^LX^^^iz^G/,: 

[0023] T-:u r ).^,: 1 ^.^;k:^^,# 


(4) ^r^-T-t- 2 2 2 3 7 2 

b 

v ■£ C ^ L , ^ f i{ J ws t> m - f L ai ^ , 
[0 0 2 5] ^5 .or^ii J:nt r i^fe2 1 o^nmi^ 

[0026] i; fcTj 6 z-r^i; JztuliUJ^^fe 2 3 ^1 

[ 0 0 2 7] ^ 7^>T-l=5i:.i:nifMii:ft2 4tO^!X^ 
10 'X . ^TJtf^ 2 *j , afii^siSMi 2 3 a^ticOW'rii ]; 

< 6 I > i • K ■ : /f >; , £ ^- ^' x -7? .t 5 ft A'; <j. _->r*s 

[0028] :.Tj.st'»- : FKi,:.tnif. ^f^-f 5ftrj;l4r«ifi 

[o u 2 o] m^^-^^i'ihi^^ki^i'^^h^^ 

l J . T^ofcN^ - i-'!: CX£1\ 
[no \\ o ] 

of/\ >'} :fri I t ^ 15 1': - ^ t -r> ^ V, <o X * 5 - v X ~-t ^- 1 1 o 
i^X^-i-^C'X-l.i.Viv t^n-jfi^:^ -■/■icof- 

[0 0 3 1 ] [>'] I ( a ) rt^^' ; tlcO-;i:-^H^- -7':"j-itfe- 
2 1 Z'^./OIX^J . Ml (b) itmi (a) '. ; 1 A A ' 

30 t*;Taiiy]x^»6, >] i iii;^x(t .t^^n^ --fj i ■:') uztm 

[oo 3 2] /jiu^vc, ^1^2 l ■/■^in;:#^^ 

^^3Z'^^^3 0. itti" 4?^^!2 3-/»fc.iifiir» -/coafr 
t>^h''^:^^ni^3 l 4\t ^^^2 f- ^ir'nlc^h 

^ X^;;. I: fri^Mr^i' 0 i*;*7g&2 3 ^» 'f ^ t'. 

[ 0 0 3 3 ] 2 m . \^:^fm i 2 3 h <*x^ 5 
■10 c^.^rrxiij^^L^^^vi 0, 3ic/»?f^rx ^^^j^i 

fii z^f^M re* L X 1 : {- ^1 J; ir;- ■ : -X 5 
^f'l^^x L f»-'» - :"j i* LX -<! l f.i^frv. 


(5) 


#[^6 - 2 2 2 3 7 2 


£^cof£ig;i&.t-#'©I£2 5^tnj_i$^2 3 

[ 0 0 3 5] 21 2 { a ) I ( a ) tZJftl »Tli 

mMl&m 2 3 ;^WfT^ L/ii5c*W^3 1 SA&±£%:>$ 

Sf^L fid##BJ®3 1 nm'£%-\~.Z £>£l^ 

n:#if iscrt #«flsi 3 1 fn]±^ * i n\z x 5 *T&:,>mm 
[0036] m>*!3 i ;:oivc^t6, a 

HH 1 fKj [ ; ip± tft • 4- ; / i-u f 4 G -r . tto'C: ^> ETC >/ "C( t 
p^-Tiif^2 3 itR^rcm^s t^rm.ffc^m k-vz* 

2 3 lOiji £ ^ L ftV'K'H: ? f ji 

.^4- ^r^ot. ^r^&^j -i-v 

[ 0 0 3 7 ] £/r.iifij^BHil2 3 ft /I ^ilftU 'T^l 

&:rr*m ^yt-.m^m 251:^0 n- ^r:i^ 
^■l&fctfi^ y^- , -&--m®'Oiti * m Z£t/> 

& 4 $ r a 80 V£ 1* 4 1 \ * ^ ^ 4 * s f : , v* .-v£ ^ ^ 
m 2 5 ifcffi 2 3 1 -r-)M * iixti ; i . t> 

ftj 2 6 * ^ uifS 3 0 I ' £ o "C Hff 3 *■ T l ^ 

[0 0 3 8] * r-emr*>fflOfi|»a|t«B!3 0, 3 17)5 

/-t'Ofid^^'J (> £ fid** SB** 3 2 iri'.te^ 
ST>. 2 6 ^£M^[»]*S4 0 to 4 2 ^ 

symi%. ia^^'j 3 hi^i, t jm^& j i^4 o^wA^-r 

c0^.^^^2 5JI?lBte2 3 hS?*j^|fi!M»S4 0 
iSH-4 1 , 4 2 r'/'^ct*;^, ^fililcftfRn 3 2 4:* 
^LfiP?iOftE^f4i2 H J: f 3 2 J: enfgftftig £ 

[0 (j 3 9] ^^-C*S] l '/'Hj6£^j{::f:-^JD.; s ifSc 

m^3 o^.^t^rr;3 3 ^^:tnff m^^'^rd 1 ;^,^' 


[0040] 'zz%X'&#n'T£.k : $i!S.m2 5^1:^1^^ 
2 3 1 lowcb&mm 2 8 vfttr. 1, z iv&um 2 8 

l^^c^:^^^^ 1 , 32(i^l^^^J(: 

2 5 ..foil 3 0. 31 <7>r- tfc; - - 

[0041] iv>&m: X 5SL'-Wi-h.^i;p<tpn-f6^ 

ftlhfj-2 4iO"F^^^)^--- ^- 1 :>,1^jr:^;L#5$Q 
[0 0 4 2] WK 2 'Tit Hi v- 7 - : ' ' : f> 1 

■:>/^"u^^7t#i:^2 5 .^Jiihn2 4 t-'vrir.-si-C'f.^ 

L^:^u^ j>L/i G j-; 2 4 ^r^It^.l ^^[^ 

-e hf\mn^m 3 1 o i - L r 1 141^ 

c- r »'C'^i<:-.,-jv. ^Ulfy]2 (a) iljfrH »T 1 5 

.1 • D f ■{■/. It ! : 5 if ^ K ■/ ' K<: S? 1 : ^ 5 -h '0 ( t ,x ^ 

± Id ^ d: it t *t.it ^ ^ ^ fS F^S] 1% 2r # ?IS ^ ^ j£ r»1 
^ r --ffc^^f- ^Cf'iif 1LH 2 4 c^ 1 T^^' ^f. ( £M i£f"tfi 

[0 0 4 3 ] Kft'li>V&n'&m-i or^Wj^i^2 

3^f;!]t-:f:L7 t :^T'^^.^ 1 ^ t ^%^-i-ox§iifr E ti^2 3 
^^•/■•fli'RS.i: ^ ^an^TUfti 2 3 l /"te;^.V/;-it'-:^^:A-^ 
V -ASM fr J , ttot;'.^^-i 5^{'ZS(t5t 

.^j^^.^o, -Hf" 4ii<l'3';i:^rfi]SK l i 

40 . L1J . ^ ^ - - it ^ f it ^ 4 i/t y m*. : - t * i ^ -r t-^ [_€ ^ ^ ' 4 ^ ^ 
r/-j. 32 (b) (csm-Cf-f-J; "mf-Mh^r i€^^-C 

[0044] in 3 r.:±td'.r»t , ffi .^^^^.'^ 2 c^»:t 

JKi^l'^L, (a ) {ifr-f'^m^ : .m]V^^ , (b) 

ti*-iOAA' ^rffi-S]T'^?.o ]<]3<^:ig&W:rV'rii& 


(6) 222372 
9 10 

p^xitw»\&&\ i i^&mt^&wizfe i 3(".2tsj jfH^-c *-r£&~2 i;^.v$?&&2 5^ & 

K 1&2 l ±o&^3 oi:^r;6d^]^^2 3 co c (hi rifc^X \ <'-±$^mm^&W^ - i^ 

Siiif^n 5^- i r>c/:.^.;- j: TO ^n^>. v h5 3^fty-fo, U ) ;:^oo J£#2 1 </.>&:fn 

[0D45] ^-.^3 <:0 i »-c;:f--f;t^;i;;/ it 6 v^^^!2 5^/v- ; : it>/ 7 .( ^3il 

$Mf»mi:i&?i 1 l±£Oi*T^f^il 3.^Jir, &&2 ^ U t- ^3 

-l sco^.x -.T^^n, -^■^■r:i?n;:jrv^cii.« •xj^xm^^nx^ t^m^2 r. h^oj..^ o;im£ 

&1 l .LfJiCiK-^^d^MiW 1 3 ^:«;fij jr . JM&2 l !: 'VIM- ai * 5.. (.1) C V V fn.it^^ 

s-m%% r> o ;:// tt solvate 2 3 o :Ui l> v > £ &iS:;t . (e) ;;;/M 2 3 or 

[0 0 4 r. ] I T'^3lfIQO/?.A JrSffi 1 1 *>l *ii £ [0 0 5 2 ] .<] 4 ■')(:, > „ h :> 3 o 

l?/2 ] .!:•:' >i5«TOfe I 3, 2 3 -hftu £ ; i\* L <! L "7 Jg">fi-* !>'M~ 1. » ! . :<i'"M*W>\r 

[0047] k":. ..-3 (i.i \z ro - •■■ iivffn]^^ i i -7.. ! 5 ■: AM'-nrs; t , 


v. i*oi&r£P^: - %KtJ& [ o o 5 3 ] .^4i/);^ifi^'?:-:p ; ;^ii!:;8; .-r. ^tess 

v., itf>i£:«:Uf 1 7 ^^,^v}rni^^ 1 1 o^£i.tt.t o^i^n Vtift^OM^i: . 3 0ter f ^/:^j 

- 'L *.'^^!:>t ! '-i.Sf.5 1 l S-Jf^ih 3 0 3*- vi -it 3 1 t&itscx ^'t 

^:5, 3 3i:-1:i: -\>mi^<: /jrn . ^r^c/^ .if ji^^ tuft 

[0 0 4 8 ] L^*L-V^^ 7 .<---»•■- 1 5i'>tt:'#:"p£ ; ^ o a 

fK:,lf;:^;iv^i:^.'; : V^"-I- *.» t L - : *», ^2 I o ) [ 0 I ) 5 4 ] 1-] 4 ! 1 /;U ^"7 , >' !■ 5 :* ; 1 {^-t'ilff ;^ 

^■C>jU,./:^i:^#v£fe2 3 .hO. jSifSsSmr. 0 l: k '^0 -■>-■• / -L ^--t L.-r; f^H-f- ^, ilfi tir ■*> ^^^^o c 

: 5/i^:!S'^6^J'f->-^"C*;.t^i\ [0055] >::o"?^4^^ii*j^, ^o^ii^'-it^ 

*■ l -^'^/^l^^^^i^^. i: . r;of rtivt&m'mn $mt?>^tifeMmm&£ ( ) h '>f\z,K* . u/.-^iEfc 

[ 0 0 4 ] (1,; irALfc^'.;:, t:^f]o lf *r^-- *> , irt*: ^ETi; ir 4r.|*;^ rc^ifcfiai-t 

If: Lr<m:iM\ijj' •AzmW'fom 3 0 c r i/d ^ •/ 3 3 ^ r. ^/i^fiiiv;:^-!-/, f - : rf^^:.^ <r 

V'M^\.^X-\ %W*_.':ti\> k ^oo r.o^/^:V, '••Tj^'rri ''M^^r^;.:^: 

[1) 0.)(i] "'' 1 ^;^: , ':L ^.r 1 '!" ;-\r/] m-'iVqc-) ) ^\'/^, : I ! O^, 7 : i- t'-^-^i^'^-'VMri ; l : St 

)-z:i : o:0 " iVJ-r^ /rev; 0. ^^•/;>]:fu O-.-rLr-- i^iiV;.. 

i'.;t^^p. '^--.v ^,,i^.'_-],;0, ■;.^0' > *, : a r, ; : 4 ■■ri'.^i.^. • :o-. 

2 3 c/)?f /VfvO^Ofltf^.t r^crri^ ^, < ;i ; o^ (< : ' ■■ *.^or-: >l 4 ;.:^r,.i: 

>^L':^: t 5^.'^df"]^^ii;'t"-: 10- tr> -Tt^'s-r 40 y^t: r/)-:-ctr./,., >; r, (.0 ».t 

Lt-V. ^-,r>]2 ( c ) 'OJ^ V !^:#-;?i;r. 0 -M^t 1 : h OO: [ ;> 4 L :t- O ^ ^ 

•O". x: ^ \ J - . ' ; / »:-vo - 3 0 w r ;; # V:^- - r - : " '1 u , A ^tIt^ 2 3 ' > : X 
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ft ■ ; :< *£tt 4r'F* f 6 : £ ti' tii ^ £ „ 
[ o o r> 8 ] t /tLH rw:T":i^^^j;:^i >r h 3 

5 1 tMUZftiZ > f 5 4lc;ioTjg>t$no*i*> 
^ - h h #i \ K/j«ff-iV[U3 fb'i 

w; i i ±(/>.yi ±%?jt i 7 ( ^tf ^rn L 

[ 0 0 5 9 ] [4 »5 ft f-^tO^ 5 A'^&W 1* T^rC"-^ 
» . MS (u) f)-^\. <<1) ii^C-t'^^r^.^ -C.tr, /,„ 14 
« (a) 1^3 4 (b) / nsa^^a' 1 

;:V i^'-r . ^fX-him^^.»--'^ £*J?H 'X > * f o 4 

SS-L. ^ttL, rf— t -V?/^ 

^r; h. !rt:4s7life«2 3^ftj,:*: , h 5 4^*11^*1 

■■r^-'^iii^'j 3 h [j{nri]--t/-[fij.tM^r,iio. 
[ o o ho] : (/^wt-ijH - : ^ b 5 4 '.o^- --r- 

(ay <7.>^ •) ^WxatM^-^n "f'^iJ^flc^'^te 

fill SI', tf .^■I'^-raildrPiH '"Cit ~ v -'. !-54i:.^o-:^) 
? 6 , L- ;* * - > m $ tfj n Rl L &f ; : tm i : m £ 1: -*> .t 5 
Z y.t>.*c \tc\\^ ;£ t:. =*' x ft otitis 

[do f) i] ^:t:*]4/^f 3 3«l;>f:Lr-i^sg{«iJi:fi / .-i» 
T. l ; : -< I- 5 3 5 4 Ii^r«;t1:-7)tf f|-£rif i:?ffiA 

fat 'tftrn:^^ i '..r^nr^Fanr-^ft!*.^! -s^^i:-^.^ 

[ 0 0 t5 2 ] t - 7 )X' L^&mKtj' V 'Tr^fidrnl.l^i'-OL » 
T!:^;:^i-ff^/j:A'o*: 0 fi£f«]!5?:l::iij 38^141 2 3 ± 
i f 5 6 ^ • , ^ % Pfl ic r i • r r. 71 fi 

[ ^ 0 '} 3 ] Is] 7 Ll'&i 6 7; L /t 'Hmi^i'i-h'-- % 
tttx^ ^xn.r^'K L^:/M^^\^ r-'tm^]'?^ l> , M 
7 (a) ii^]»5 ic) c^X^^icE;^]^5 5 i'l^i^^ 


(7) *W'^-6 -222372 
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'. 7 :'iL r ^c iterate 2 3 kiz^u;}~ , <zl'l' t ti\t*:&i\ 

[0004] W 7 (bi \t:A 6 ( j ) ^■^^r'fiL^^ 5 

^t/)iji.;xhS4^^;t^^>t'At u - 

[0 0 1)5] ic) (*u^6 (aj ftJM&\:$i&m 

I >l^^4 (d) to r.ff.isMSdf»lft?G 5 ^^lt/:i^ KlS] 
Eg 5 o . l :^^^;t^2 3 VLT/,^;.> - -.'^ h 5 

10 4 t®;ft't% V rioi&ff i^sftfiMrK^^ 

H . ^ ; ; - 3 4^';1d'. 7 '^^lt^Lf^ai5 5 II; flp] — 

[00 6 L^j 7 (bi L -I it ic) ^mili^Lti^ 

■ '/''^ t *Nt^^4 : -4 - 3 2 0 2 1 i a^T^I 
r -f o ^ i : ^ t^ft ; : -i • ^ .t : Hi X 

t , ■ -fr/g ; i otf ^ i£ r 1 ? .r i V f£ f i ' T\ , 

6 ;:-t' .-^-^ ^ &^{t?idrn]^ hi:^& L^^.^r-^f-t 
:^ ;= lih tff ^ T ? ^ 6 5: U ^ V i : M l> t ■ , ^ 

[OOfiH] Ui7 (b) t (c) i/'^UCt, I-']7 (b) 
L r '^ t v:t : v "< h 5 4 f iDfiJ^Slft! 2 3 ^itifV^^«4L ^ 
L - i !< 3 4 i:fiif^54« I'-^i-'tjl ••o^^Wh 

^/:iv iiLi:^fL^]7 (d '^Tit : : ^ h 5 4 

|tSJ^H;2 3 tr»<m£m&-t-Z>t>h, U > h 5 4 \Z 

[ 0 0 7 0 ] IJ..hc ^^0fj^'^^^jor t ^H]j/ r ^. t 5«*. 
40 Si -f • =. /.: E3f I ; : r/ i . j ^ ^ jfi. *Jt 2 ! t 

m i ; 2; :-t n. i7 - ^ '? ■ ; # * ^ fi w 5 < ' ' T' 5 ^ 

[ 0 0 7 1 ] i b 5 3 , : h f> 4 i: L ':.lft- 
^ W ^ ■ II*. U f : S'J b a e; j c r < fr. o r . ftf ^ r iO i co 

® ft«f J t- ^, t T* ?, :iv *: Z r : Jifd^m ^ ^ ± 
50 lE^^L 7 h 5 3 l ; 7 h 5 4 k L 


(8) 

sit] c i^j 8 t- r i £• L 1 n 0 ii &\>. -r r^tett -?rt 

[ o o 7 - ] * n -t^is 

r a: ->nf£m\ 

[ 0 0 7 3] -E T:_ t^mWtC OG^f^ t t*;M 5 

;M ^Siv'S* L-: . I <f. 1 r j 1 1* [ l b L *f5 >> i " :t>: ^ j ■.' > »75 1 f r > 

*, fcito #iVi -f 5 *^:tii * 5„ 20 
[0 0 7 4 ] £ f.tc k!d£MiWt.£&2 l 5:^'Oi:fTo 

r- ■-jl:'5i''A-5ffli'^ : 1v.^tli.sf:-0: <SJ t I lilxfitffTi 

i l ^mH'i-Z%frlti*'z 3 j i .fcrr*u,\iT; l </< ; P 
f<. 3 . ^4, ?R5. ^fi^T^. , ti£.)t- , ?f-'on^j-i-^ 

-^£^^2 f>./> J; Kftim'Mf-^t-r, 
[ 0 0 7 5 ] 30 

-'c. s l > tH^iTS&i :^t-t-^^rj:.^i: ^ o r 

^ :■■ O r .Tft /:-vc^,--^ ( ..^j^^^ ; ^-|-7. ^.;> } i 

* 0, * .Mfihto 2 4 ^^Sf3:/:H^"fr_^;UH<2 r, ^" 

* \ 3 0, 3 l ;: - '< r^UUt'^Lt'-mn v - 

[>' (i 7 6 ] i2^m,:^r.f:l^2 1 i>> )-v f 40 

(" 0 7 7 | ^3..0 T^!zi^-if^&"2 1 c'.5Jij*.f,d| 


*£f$4-t'i - -12 2 2 3 7 2 
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[ 0 0 7 M] 3^5c':'^&;^a;i'£&-2 L^.^i'^^i- 
i5,r^-;r-t-!»^^LM^^^^3, £ raffia ^ -jg^ 

[0 0 8 0] ttr.mv, (/. p-Sil^rUliT^^^cOfpV)^ 
.-t#*SSS2 5c r >^. 'i - f- 5 1 IIJ: b'>fmr>'rf£>cyjMiz 

[ 0 0 8 1 ] 5 ^i:!Ji7cOT^tI.turf, E^7[E^2 6 
ft 5i W:taJji^rtiHr2 3(i^j±lfli 4i''^^;:Ki^rtefrfi 

t. ' -"j . ^ *?^J ^ 1$ ■ L b V [ : ^M! ( : m% t ^ x_ o I > 4 ■ ; 
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